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(SAE) Operating Load

STANDARD FEATURES
• Option of 4 in 1 or G.P. bucket
• High Lift Capacity
• Assist Grips
• Two-point Seatbelt
• Multiple Safety Interlock System
• Load Handling Pedal Control
• Shock-Reducing Bucket Feature
• Back Up Buzzer

• Toyota’s Safety System
• ROPS/FOPS (ISO) Guard
• Front and Rear Work Lights
• Overhead Instrument Panel
• Oil Pressure Warning Lights
• Fuel and Temperature Gauges
• Self-Levelling System on Lift
• Lifting Hook
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THE HUSKI RANGE
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PERFORMANCE

Tipping Load (SAE) kg 860 

Operating Load (SAE) kg 430

Ground Clearance (centre) mm 231

Machine Weight (with fuel & std bucket) kg 1865

Dump Height (dump angle 40º) mm 2120

Reach Fully Raised (dump angle 40º) mm 490

Dump Angle (max.) deg 40

Raising Time (full load) sec 4.0 

Lowering Time (no load) sec 2.7

Dump Time sec 2.4 

Travel Speed Forward km/h 11.0 

Reverse km/h 11.0 

Clearance Circle (with bucket) mm 1700 

Gradeability Forward % 30

Reverse % 57

ENGINE

Model TOYOTA 3TNE88*

Piston Displacement cc 1642

Rated Power / r.p.m. kW 22/2400

Rated Torque / r.p.m. Nm 106/1000 

CONTROLS

Type HST

Steering
Forward, reverse, variable speed. 

Two Hand Lever.

Drive
Two Hydrostatic Transmissions with 

infi nitely variable speed 

FUEL

Fuel Capacity (Litres) 35 

430kg (SAE) Operating Load
22kW (29.5HP) @ 2,400 rpm

50 lpm @ 2,400 rpm

The Toyota Huski 5SDK5 skid steer loader is a quick powerful 
machine, capable of performing all the tasks of the bigger 
machines, yet compact enough to fi t in confi ned spaces. The 
feature rich 5SDK5 skid steer loader provides outstanding 
operator comfort and machine performance, with easy to operate 
control levers and a rugged frame for the toughest of jobs.

Availability and specifi cations are subject to change without notice.

*  Includes 4SDK4 and 5SDK models, please consult your local
Toyota Material Handling Branch for details.

TESTED IN AUSTRALIA TO HANDLE 
THE TOUGHEST CONDITIONS

5SDK5


